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This invention is directed to, and it is an ob- 
ject fo provide, a novel drawing easel; the lat- 
ter being especially designed--but not limited-- 
for home or school use. 
Another object of the invention is to provide 
a drawing easel of simplified, but durable and 
reliable construction, the design permitting of 
ease. and economy of mamffacture on a produc- 
tion basiæ. 
A further object of the invention is to provide 
a drawing easel which is finn and steady when 
in use, yet includes a rear supporting leg which 
is foldable against the back of the easel for ready 
transport, or compact storage thereof. 
Additionally, it is an object to provide the 
easel with a novel rack for the reception and 
support of containers for drawing materials, 
brushes, etc.; the rack being transversely elon- 
gated and mounted in position below and slightly 
ahead of the easel panel. 
It is also an object of the invention to pro- 
vide a drawing easel, as above, wherein said 
rack is detachably mounted in connection with 
the easel without the use of securing elemint 
such as screws or the like; the form of the rack, 
and the mourir therefor, being novel structural 
features of the invention. 
An additional object of the invention is to pro- 
vide a rack and mourir, as in the preceding para- 
graph, which is fonned in its entirety from mital 
rod, being thus strong, stable, and not subject 
to ready damage. 
A further object of the invention is to pro- 
vide a desirable and practical drawing easel, and 
one which will be exceedingly effective for the 
purpose for which it is designed. 
These objects are accomplished by means of 
such structure and relative arrangement of parf 
as will fully appear by a perusal of the follow- 
ing specification and claires. 
In the drawings: 
Fig. 1 is a perspective view of the easel, as in 
use. 
lig. 2 is an enlarged fragmentary transverse 
section on line 2--2 of Fig. 1. 
leferring now more particularly to the char- 
acters of reference on the drawings, the improved 
drawing easel comprises a pair of upstanding, 
transversely spaced, front legs I, which legs are 
connected, at substantially the upper hall por- 
tion thereof, by an upstanding, forwardly facing 
panel 2. The panel 2 is of hard-surfaced, rigid 
sheet material, such as "Masonite, » and is rec- 
tangular in elevation, as shown. 
The upper edge of the panel 2is flush with 
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the upper ends of the legs I, and at its lower edge 
said panel 2 is fitted with a horizontal, forwardly 
projecting supporting ledge 3 adapted to receive 
drawing paraphernalia, and additionally the ledge 
5 3 may support work sheets etc. in front of the 
panel 2. 
The assembly of the front, legs and panel 2 
is supported, when in use, at an upward and 
slightly rearward incline by a centrally disposed 
] 0 rear leg 4, which inclines forwardly and upwardly 
from the floor to hinged connection, as at §, with 
the panel 2 at its upper edge portion. 
In order to prevent undue separation of the 
legs I and 4, a light-weight chain 6 is anchored 
]5 centrally of its ends, as at 7, to the front of the 
leg 4 some distance below the hinge 5; the op- 
posite reaches of such chain thence exending 
forwardly in diverging relation to anchor poin 
6 on the back of the panel 2 adjacent the bot- 
20 tom corners. 
With the above arrangement it will be seen 
that the leg 4 can be conveniently folded against 
the back of the easel for ease in manually carry- 
ing the saine from point to point, or for compact 
°-5 storage. Yet, when the easel is in use with the 
rear leg 4 swung rearwardly to the limit of its 
movement, such easel is steady and cannot be 
easily tipped. 
Below, and in front of, the panel 2, the draw- 
30 ing easel includes a horizontal, transversely elon- 
gated, container-holding rack, indicated gener- 
ally at 5; such rack being adapted to receive and 
support containers 10 for paint, brushes, etc. 
The rack 5 and its.mount are of the foll0wing 
35 novel constructioni " 
The rack 9 includes a pair of horizontal, 
transversely elongated top. bars I I which are 
spaced from front to rear a distance to permit 
of the passage of the containers therebetween. 
40 Below .the top bars I I the rack 9 includes an- 
other pair of horizontal, transversely elongated 
bottom bars 12 spaced apart from front to rear 
a much shorter distance whereby to form a base 
or seat for the containers 10 which are passed 
45 downwardly between the bars II; the bottom 
bars 12 being disposed symmetrically with re- 
spect to the top bars II. 
The pair of top bars 1 are closed at opposite 
ends, as at I, while the pair of bottom bars 12 
50 are closed at the ends, as at 14, so as to prevent 
lateral escape of the containers 10, and addi- 
tionally to provide for the attachment of the 
top bars 11 and bottom bars 12 to dependent end 
rods 15 in rigid relation. 
f At their IPPer ends the dependent end rods I 
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include rearward projections 16, which extend 
beneath the supporting ledge 3, the lower edge 
of the panel 2, and a cross cleat 17 secured on 
the back side of the panel 2 at the bottom 
thereof. 
At their rear ends the projections 6 merge 
with corresponding inverted U-shaped hangers 
8. Each such hanger 8 is vertically eIongated, 
and includes a front leg 9 and a rear leg 
with said legs connected together ai their uppir 
endsi as ai 2. The lower end of the front leg 
f9 of each hanger 8 terminates some distance 
above the lower end of the rear leg 2@, and the 
lower ends of said front legs I@ are connected 
together by a cross rod 22. 
This cross rod 22 removably seats in a longi- 
tudinal notch 23 formed in the upper forward 
corner of the cross cleat 7 whereby the front 
legs 9 of the hangers @ lie flush against the 
back of the panel 2; the line of abutmenç being 
indicated at 24. With the front legs 9 in this 
position, the rear legs 2@ depend in flush engage- 
ment with the rear surface of the cross cleat 
the line of abutment being indicated at 2@. 
The rear legs 2@ of the hangers @ are of such 
dependent length thaç they extend below the bot- 
tom of the cross cleat ], whereby the projections 
@ are unobstructed. 
With the above described mourir the rack 9 
is effectively supported in ifs position of use, yet 
can be readily detached from the easel by up- 
ward sliding movement of the hangers 8, which 
withdraws the cross rod 22 from the notch 23. 
Thereafter, the hangers may be shifted rear- 
wardly to complote the detachment of the mount 
and the rack from the easel. 
The drawing easel, together with the rack 9 
and ifs mourir, is a very practical and convenient 
device for home or school use by children, al-  
thoughmas previously indicatedmthe arrange- 
ment is adaptable to many other types of easel 
1.1se. 
From the foregoing description it will be 
readfly seen that there bas been produced such 
a device as substantially fulfills the object of 
the invention, as set forth herein. 
Whfle this speciflcation sers forth in detail the 
present and preferred construction of the device, 
still in practice such deviations from such detail 
may be resorted to as do hOt form a departm'e 
from the spirit of the invention, as deflned by 
the appended claims. 
Having thus described the invention, the fol- 
lowing is claimed as new and useful, and upon 
which Letters Patent are desired: 
1. In combination with a dawing easel which 
includes an upstanding forwardly facing panel 
some distance above the floor; a transversely 
elongated rack disposed horizontally adjacent the 
lower edge of said panel, and means mounting the 
rack in connection with the panel; said means 
including end elements on the rack extending 
rearwardly beneath the panel, upstanding hang- 
ers on the rear ends of the elements, said hangers 
having a cross rod extending therebetween, and 
a cross cleat on the back of the panel, the cross 
rod being normally sup.ported by said cross cleat 
but disengageable therefrom upon relatively 
slight upward movements of the hangers. 
2. In combination with a drawing easel which 
includes an upstanding, forwardly facing panel 
some distance above the floor; a transversely 
elongated rack disposed horizontally adjacent the 
lower edge of said panel, transversely spaced pro- 
jections on the rack extending rearwardly be- 
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neath the panel, inverted U-shaped laterally 
opening hangers upstanding from the rear ends 
of the projections, the rear leg of each hanger 
connecting fo the corresponding projection, the 
5 front leg of each hanger terminating at its lower 
end some distance above the lower end of the 
rear leg, and a cross cleat on the back of the 
panel, the top of the cross cleat being recessed to 
normally but removably receive the lower ends 
] 0 of the front legs-. 
3. In combination with a drawing easel which 
includes an upstanding, îorwardly facing panel 
some distance above the floor; a transversely 
elongated rack disposed horizontally adjacent the 
] 5 loweï edge of said panel, transversely spaced pro- 
jectio_s on the rack extending rearwardly be- 
neath the panel, inverted U-shaped laterally 
opening hangers upstanding from the rear ends 
of the projections, the rear leg of each hanger 
0 connecting to the corresponding projection, the 
front leg of each hanger terminating at its lower 
end some distance a5ove the lower end of the 
rear leg, and a cross cleat on the back of the 
panel, the top of the cross cleat being recessed to 
25 normally but removably receive the lower ends 
of the front legs; the rear legs normally abutting 
the back of the cross cleat, and the front legs 
normally abutting the back of the panel. 
4. In combination with a drawing easel which 
30 includes an upstanding, forwardly facing panel 
some distance above the floor; a transversely 
e]ongated rack disposed horizontalIy adjacent the 
lower edge of said panel, transversely spaced pro- 
jections on the rack extending rearwardly be- 
5 neath the panel, inverted U-shaped laterall 
opening hangers upstanding from the rear ends 
of the projections, the rear leg of each hanger 
connecting to the corresponding projection, the 
front leg of each hanger terminating at its lower 
0 end some distance above the lower end of the 
rear leg, a cross cleat on the panel at the back, 
said cross cleat having an upwardly opening lon- 
gitudinal notch therein, and a cross rod connect- 
ing the lower ends of the front legs and normally 
5 but removably seating in said notch. 
5. In combination with a drawing easel which 
includes an upstanding, forwardly facing panel 
some distance above the floor; a transversely 
elongated rack disposed horizontally adjacent the 
0 lower edge of said panel, transverseiy spaced pro- 
jections on the rack extendin$ rearwrdly be -. 
neath the panel, inverted U-shaped. laterally 
opening hangers upstanding frein the rear ends of 
the projections, the rear leg of each hanger con- 
55 necting to the correspondin$ projection, the front 
leg of each hanger terminating at its lower end 
some distance above the lower end of the reaï leg, 
a cross cleat on the panel at the back, said cross 
cleat having an upwardly opening longitudinal 
60 notch therein, and a cross rod connecting the 
lower ends of the front legs and normally but 
removably seating in said notch; the rear legs 
normally abutting the back of the cross cleat, and 
the front legs normally abutting the back of the 
5 panel. 
6. In a drawing easel having a front paneI and 
a bottom cleat along the back thereof; a. rack in 
front of the panel adjacent and leng the bot- 
tom thereof, and means mounting the rack in 
70 connection with the panel and including spaced 
hangers projecting rearwardly from the rack 
beneath the panel and owrhanging and remot- 
ably suspending the rack from the cross cleat; 
the hangers having vertical areas of engagement 
73 with the panel and cross cleat disposed fo pro- 



vent horizontal movement of the rack both to- 
ward and from the panel. 
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